
SCRS

We specialize in metal products.

Your one-stop shop for all your roofing, gazebo 

and shed needs. Offering a diverse portfolio of 

products including steel roof shingles, tiles, roofing, 

trims, flashing, siding, coils and flat stock.

Why choose us?
Made in Canada

Limited lifetime warranty

Made 100% from recyclable material

Reduces energy savings

Highest wind, hail and fire ratings

Reduces insurance costs

Outstanding curb appeal - raises resale value

Improves ventilation

Zero maintenance - never re-roof again 

We provide quality roofing products and service

Steel Canada Roofing and Siding Limited



TITAN Northern Slate® | Metal Slate Roof Panels

355 Traders Blvd. East, Mississauga, Ontario, Canada L4Z 2E5

www.steelcanadaroong.com 

Telephone: (905) 890-5120

Email: info@steelcanadaroong.com

Direct to roof deck

Slate look metal roong | Rustic charm of slate roong at a fraction of the cost

Unique burnished slate prole | A fraction of the weight of real slate

G90 galvanized steel | Exceptional strength and walkable

4-way interlocking steel panels  | Wind resistant and quick to install

Concealed fastener system  | Maintenance-free and weathertight

Available in both 26 & 28 gauge panels

Matte and textured nishes | Exceptional stain resistance and adhesion

Ease of installation | Quick turnaround leads to greater protability (for contractors)

Made in Canada | The most cost effective metal roong solution 

Limited lifetime warranty and maintenance-free

Slate Metal Roong Colours*

Black Matte RAL 9005 Dark Brown Matte RAL 8019 Graphite Grey RAL 7024

* Other colours available at a premium

Our products are

coated with

 
®Beckry Tex low gloss anti-reective paint formulas by

Beckers.  Available in the Wrinkle line of textured coatings

developed for roong applications. These unique low

shine colour options are better suited for Canadian homes

than cheaper shiny metal roong panels. Covered by 40

year lm integrity warranty as indicated in ASTM test data. 

Dark Grey RAL 7039

FEATURES | BENEFITS
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Product Data Sheet

Panel Width: 39.5″

Panel Length: 12.5″

Finishes: Matte/Crinkle look low gloss

Paint System: Becker Paint System

Architectural / Structural Panel

SLATE METAL ROOF PANEL DIMENSIONS

EXCEPTIONAL DIRT AND STAIN RESISTANCE
®

TECHNICAL DATA FOR TITAN Northern Slate
Property ASTM Method Lifetime Warranty Maintainence Free

Material Thickness 26 - 28 Gauge

Gloss (60 degrees) D523 GU <6

Colour Change D2244 Vertical 30 year warranty

Film Integrity 40 year warranty

Adhesion (T- Bend test) 2T no tape removal

Chalking D4214 (Method A) Vertical 30 year warranty

Hardness DX51D (ASTM 653 CS)

Application Guide Condition

General Market Application Product Application Residential and 

Commercial Buildings

Climates, Country & 

Regional Localisation

Weathering requirement UV and Temperature 

Conditions in North 

America

Environments, Pollution 

and Chemical Resistance

Corrosion Requirement Normal Environment

Material Chemistry – Carbon- 0.025; Manganese- 0.131; Phosphorous- 0.011; Sulphur- 0.01   



Classic European style profile | Suitable for residential use

Steel roof tile sheets | Superior strength and walkable 

Zinc coated steel | Z275 (G90) Steel for exceptional longevity 

Overlapping steel panels | Weathertight and quick to install

Thorough fastened system | Diaphragm strength and easy install

25-gauge panels | Installed over purlins or strapping 

Matte and textured finishes | Meeting the demands of homeowners

Custom lengths available  | Contact us to learn more

Made in Canada | The most cost effective metal roofing solution 

Limited lifetime warranty and maintenance-free

Our products are

coated with

 
®Beckry Tex low gloss anti-reective paint formulas by

Beckers.  Available in the Wrinkle line of textured coatings

developed for roong applications. These unique low

shine colour options are better suited for Canadian homes

than cheaper shiny metal roong panels. Covered by 40

year lm integrity warranty as indicated in ASTM test data. 

FEATURES | BENEFITS
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TITAN Bond® Steel Roof Tiles | Residential Use

Slate Metal Roong Colours

Terra Cotta Matte RAL 8004

Black Matte RAL 9005 Graphite Grey RAL 7024 Mocha Brown Matte RAL 8019 Chocolate Brown Matte RAL 8017

Oxide Red Matte RAL 3009 Wine Red Matte RAL 3005



Product Data Sheet

®Bond SHEET PANEL 
Architectural/Structural Panel 
 

Total Width                                  1215mm (47.83in)

Effective Width                            1150mm (45.27in)

Standard Tile Length                   350mm (13.77in)

Rise/Step                                     15mm (0.59in)

Minimum Length                          75.50cm (29.7in)

Maximum Length                         24’+ (Limited with delivery)

Materials                                      Steel - Zinc coating [g/ m²] - min. 275

Finishes                                       Matte/Crinkle Look

®
TECHNICAL DATA FOR TITAN Bond

GREAT PROTECTION
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Module Length 350mm

Property ASTM Method Lifetime Warranty Maintainence Free

Material Thickness 26 - 28 Gauge

Gloss (60 degrees) D523 GU <6

Colour Change D2244 Vertical 30 year warranty

Film Integrity 40 year warranty

Adhesion (T- Bend test) 2T no tape removal

Chalking D4214 (Method A) Vertical 30 year warranty

Hardness DX51D (ASTM 653 CS)

Application Guide Condition

General Market Application Product Application Residential and 

Commercial Buildings

Climates, Country & 

Regional Localisation

Weathering requirement UV and Temperature 

Conditions in North 

America

Environments, Pollution 

and Chemical Resistance

Corrosion Requirement Normal Environment

Material Chemistry – Carbon- 0.025; Manganese- 0.131; Phosphorous- 0.011; Sulphur- 0.01   



TITAN Grande® Clay Tile Look | Metal Roong | Residential Use

FEATURES | BENEFITS

Clay tile look steel roong | Long lasting old world charm 

G90 galvanized steel | Superior strength and walkable 

Overlapping steel panels  | Weathertight and quick to install

Thorough fastened system | Diaphragm strength and easy install 

25-gauge panels | Installed over purlins or strapping 

Matte and textured nishes  | Meeting the demands of homeowners 

Custom lengths available  | Contact us to learn more

Made in Canada | The most cost effective metal roong solution  

Limited lifetime warranty and maintenance-free

Our products are

coated with

 
®Beckry Tex low gloss anti-reective paint formulas by

Beckers.  Available in the Wrinkle line of textured coatings

developed for roong applications. These unique low

shine colour options are better suited for Canadian homes

than cheaper shiny metal roong panels. Covered by 40

year lm integrity warranty as indicated in ASTM test data. 

355 Traders Blvd. East, Mississauga, Ontario, Canada L4Z 2E5

www.steelcanadaroong.com 

Telephone: (905) 890-5120

Email: info@steelcanadaroong.com

Slate Metal Roong Colours

Terra Cotta Matte RAL 8004

Black Matte RAL 9005 Graphite Grey RAL 7024 Mocha Brown Matte RAL 8019 Chocolate Brown Matte RAL 8017

Oxide Red Matte RAL 3009 Wine Red Matte RAL 3005



Product Data Sheet

Architectural/Structural Panel 
 

Total Width                                  1190mm (46.85in)

Effective Width                            1100mm (43.30in)

Standard Tile Length                   350mm (13.77in)

Rise/Step                                    15mm (0.59in)

Minimum Length                         75.50cm (29.7in)

Maximum Length                        24’+ (Limited with delivery)

Materials                                     Steel - Zinc coating [g/ m²] - min. 275

Finishes                                      Matte/Crinkle Look

®Grande  SHEET PANEL

®
TECHNICAL DATA FOR TITAN Grande

DISTINCTIVE EUROPEAN STYLE
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Module Length 350mm

Property ASTM Method Lifetime Warranty Maintainence Free

Material Thickness 26 - 28 Gauge

Gloss (60 degrees) D523 GU <6

Colour Change D2244 Vertical 30 year warranty

Film Integrity 40 year warranty

Adhesion (T- Bend test) 2T no tape removal

Chalking D4214 (Method A) Vertical 30 year warranty

Hardness DX51D (ASTM 653 CS)

Application Guide Condition

General Market Application Product Application Residential and 

Commercial Buildings

Climates, Country & 

Regional Localisation

Weathering requirement UV and Temperature 

Conditions in North 

America

Environments, Pollution 

and Chemical Resistance

Corrosion Requirement Normal Environment

Material Chemistry – Carbon- 0.025; Manganese- 0.131; Phosphorous- 0.011; Sulphur- 0.01   



Strong and sleek lines | Similar to standing seam at lower cost 

Overlapping steel panels | Weathertight and quick to install 

Thorough fastened system | Diaphragm strength and easy install

Unique vertical rib design | Superior strength and walkable 

25-gauge panels | Can be installed over purlins, strapping or no roof deck

Matte and textured nishes | Meeting the demands of homeowners 

Made in Canada | The most cost effective metal roong solution

Limited lifetime warranty and maintenance-free  

Our products are

coated with

 
®Beckry Tex low gloss anti-reective paint formulas by

Beckers.  Available in the Wrinkle line of textured coatings

developed for roong applications. These unique low

shine colour options are better suited for Canadian homes

than cheaper shiny metal roong panels. Covered by 40

year lm integrity warranty as indicated in ASTM test data. 

FEATURES | BENEFITS
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TITAN Trapeze Steel Roong Panels | Residential Use

Slate Metal Roong Colours

Terra Cotta Matte RAL 8004

Black Matte RAL 9005 Graphite Grey RAL 7024 Mocha Brown Matte RAL 8019 Chocolate Brown Matte RAL 8017

Oxide Red Matte RAL 3009 Wine Red Matte RAL 3005



Product Data Sheet
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Property ASTM Method Lifetime Warranty Maintainence Free

Material Thickness 26 - 28 Gauge

Gloss (60 degrees) D523 GU <6

Colour Change D2244 Vertical 30 year warranty

Film Integrity 40 year warranty

Adhesion (T- Bend test) 2T no tape removal

Chalking D4214 (Method A) Vertical 30 year warranty

Hardness DX51D (ASTM 653 CS)

Application Guide Condition

General Market Application Product Application Residential and 

Commercial Buildings

Climates, Country & 

Regional Localisation

Weathering requirement UV and Temperature 

Conditions in North 

America

Environments, Pollution 

and Chemical Resistance

Corrosion Requirement Normal Environment

Material Chemistry – Carbon- 0.025; Manganese- 0.131; Phosphorous- 0.011; Sulphur- 0.01   
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Starters & Transitions

Valleys

Ridge Caps & End Caps

Flashings & Fascias

Gables

Snow Guards



SCRS

Steel Canada Roofing and Siding Limited
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